
Analog
• Use analog now
• Migrate to P25   
• Conventional in future

P25 
Conventional
• Use P25  
 Conventional now
• Backwards compatible  
 to analog

P25 Trunked
• P25 Trunked
• P25 Network
• Backwards  
 compatible to:
 ~ Analog
 ~ P25
 ~ P25 Conventional

Model Frequency Output Power LCD Display Keypad

F9011B 01 136–174 MHz 6W No No

F9011S 05 136–174 MHz 6W Yes No

F9011T 10 136–174 MHz 6W Yes Yes

F9021B 01 400–470 MHz** 5W No No

F9021S 05 400–470 MHz** 5W Yes No

F9021T 10 400–470 MHz** 5W Yes Yes

F9011 Series Portable*

F9011T
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F9511 Series Mobile*

* These radios may be upgraded with AES and DES encryption 
(FIPS pending). Optional hardware must be purchased.
** Special order only with a minimum purhcase of 100.  
Please allow 90 days ARO for delivery.

Model Frequency Output Power LCD Display Keypad

F9511S 01 136–174 MHz 50W Yes No

F9511T 01 136–174 MHz 50W Yes Yes

F9511HT 01 136–174 MHz 110W Yes Yes

F9521S 01 400–470 MHz** 45W Yes No

F9521T 01 400–470 MHz** 45W Yes Yes

F9011B F9011S

F9511S

F9511T


